
REMOVE ALL ITEMS FROM THE AREA BEING COATED (TOOLS, BINS, BOXES,

EQUIPMENT)

MOVE OR COVER ITEMS IN ADJACENT ROOMS OR NEAR THRESHOLDS

UNPLUG AND REMOVE CORDS, CABLES, OR ELECTRONICS NEAR THE WORKSPACE

IDENTIFY ANY FIXED STRUCTURES THAT MUST STAY IN PLACE (WATER HEATERS,

SHELVING, ETC.) 

CLEAR THE AREA

CONFIRM GARAGE CODE, KEY, OR ACCESS INSTRUCTIONS FOR CREW ENTRY

ENSURE ELECTRICAL OUTLETS NEAR THE AREA ARE FUNCTIONAL

PROVIDE ACCESS TO RUNNING WATER IF NEEDED

DESIGNATE A RESTROOM FOR CREW OR ARRANGE A PORTABLE OPTION

UTILITIES & ACCESS

CONCRETE COATINGCONCRETE COATING
PREP CHECKLIST

DISABLE ALARM SYSTEMS IN THE WORK AREA

NOTIFY US OF ANY ODOR OR NOISE SENSITIVITIES IN YOUR HOUSEHOLD

PROVIDE A PHONE NUMBER WHERE YOU CAN BE REACHED DURING THE DAY

LET US KNOW IF CHILDREN OR PETS WILL BE HOME DURING THE PROJECT

SAFETY & COMMUNICATION

COORDINATE ACCESS WITH BUILDING MANAGEMENT OR SECURITY

SCHEDULE NIGHT/WEEKEND WORK, IF REQUIRED

POWER DOWN MACHINERY OR SYSTEMS NEAR THE COATING AREA

MARK OFF HIGH-TRAFFIC ZONES THAT MUST REMAIN ACCESSIBLE

COMMERCIAL PREP (IF APPLICABLE)


